HERCULES HOISTS LIMITED

indef

Chain Pulley Block + Liitigg
Triple Spur Gear + Moving
M Series :
+ Storing

» CE & ISI CERTIFIED Chain Pulley Blocks
Assured Quality

v

Capacity Range 1T to 10T

v

Light weight and sturdy
Ease of handling
» Lifelong lubrication
Minimal maintenance required
» Surface hardened gears
Extended working life
» Use of needle roller bearings
High operating efficiency
» Smooth passage of load chain
Machined guide rollers
» Smooth hand chain operation
Unique cover design
» Self sustaining maintenance free friction brake.
Reduced downtime
» Grade 80 load chain for strength & wear
resistance
Longer chain life

» Anti corrosive powder coated finish
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Better aesthetics

Redefining Material Handling. Since 1962.
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Hook suspension with trolley
B C
A
1T/3T-1 FALL 2T/5T-2 FALL 8T-3 FALL 10T-4 FALL
CAPACITY(T) MT 1T 2T 3T 5T 8T 10T
Number of falls of load chain Nos. 1 2 1 2 3 4
Load Chain size Dia. mm 6.3 6.3 10 10 10 10
Hand Chain size Dia. mm 5 5 5 5 5 5
A Hook suspension mm 400 461 575 805 830 850
with trolley, range1&2 mm 430 500 705 895 980 880
with trolley, range3 mm 470 540 720 895 980 880
B mm 180 180 238 280 430 480
C mm 153 153 209 209 220 220
H mm 32 32 42 51 75 75
« Weight at 3 M Lift Kg. 13 19 29 59 94 130
o Extra weight per additional M lift Kg. 1.8 2.6 3.0 57 7.9 10.1
¢ Running pull on hand chain Kg. 30 33 37 41 46 43

Data tolerance +10%

Note :- Due to continuous development and improvement specification listed above may be changed without notice.
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HERCULES HOISTS LIMITED

Chain Pulley Block
Triple Spur Gear

Indef - C Series

» Capacity Range 1T, 2T, 3T, 5T, 8T, 10T, 16T & 20T
» CE & ISI Certified Chain Pulley Blocks
Assured quality
» Made in INDIA design with optimal operating pull
Assured reliability
» Double chain Guide Rollers
Accurate alighment of load chain
» Pocketed alloy steel load chain wheel
Extended chain life
» Case hardened gears
Extended working life
» Use of needle roller bearings
High operating efficiency
» Smooth passage of load chain
Unique cover design
» Self sustaining maintenance free friction brake
Reduced downtime
» Grade 80 load chain for strength & wear resistance
Longer chain life
» Anti corrosive powder coated finish cover &
zinc plated parts
Better aesthetics
» Lifelong lubrication
Minimal maintenance required
» Light weight and sturdy
Ease of handling
» Forged free swivelling upper & lower hook block
with safety latch
Higher grade safety
» Optional e Ex/ Atex / Spark proof design

Redefining Material Handling. Since 1962.

indefl

+ Lifting
+ Moving
+ Storing
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Hook suspension with trolley

1T/3T-1 FALL 's/ 2T-2 FALL 5T-2 FALL 8T-3 FALL 10T-4 FALL
CAPACITY(T) MT 1T 2T 3T 5T 8T 10T
Number of falls of load chain Nos. 1 2 1 2 3 4
Load Chain size Dia. mm 6.3 6.3 10 10 10 10
Hand Chain size Dia. mm 5 5 5 5 5 5
A Hook suspension mm 380 450 535 805 830 850
with trolley, range1&2 mm 430 500 705 895 980 880
with trolley, range3 mm 470 540 720 895 980 880
B mm 161 161 228 280 430 480
C mm 130 130 175 209 220 220
H mm 31 32 42 51 75 75
® Weight at 3 M Lift Kg. 10 1 20 59 94 130
e Extra weight per additional M lift Kg. 1.8 2.6 3.0 5.7 7.9 10.1
e Running pull on hand chain Kg. 25 28 34 41 46 43
® Velocity ratio 45 90 78 156 234 312

Data tolerance +10%

Note :- Due to continuous development and improvement specification listed above may be changed without notice.

Wire
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HERCULES HOISTS LIMITED

indefl

Chain Pulley Block « Lifting

With Triple Spur Gear + Moving

» CE & ISl Certified Chain Pulley Blocks
Assured quality

» Tested for 50% overload
Assured safety

» Rugged German design, proven over 30
years
Assured reliability

» Grade 80 load chain and Zinc plated hand
chain
Longer chain life

» Double ball bearing supported load wheel
Smooth operation

» Precision machine case hardened alloy
steel gears
Long life, noiseless operations

» Fully pocketed, Spheroidal Graphite cast
load chain wheel
Long life, safe and smooth running

» Anti-corrosive power coated zinc plated
parts
Superior aesthetics and rust protected
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B C
1T-10T 15T-40T
CAPACITY(T) MT | 1T 21 | 31 | sT | 757|107 | 15T | 20T | 25T | 30T | 40T
No. of falls 1 2 1 2 3 4 6 8 10 12 16
Chain Size Dia. mm 8 8 12 12 12 12 12 12 12 12 12
Running pull on hand chain Kgs. 26 28 55 49 50 61 | 50X2 | 54X2 | 70X2 | 54X4 | 62X4
Weight at 3 metre
lift (approx) Hook Susp. Kgs. 21 30 55 70 100 126 715 | 755 840 | 1000 | 1250
Extra weight per additional Kes. | 20 | 43| 48| 8 | 112|144 | 22 [285| 37 | 40 | 57
meterlift (approx)
CAPACITY H ;
. With Thrust bearing
MmT A B ¢ P e F With Trolley in bottom block
1T 460 210 180 210 195 31 550 580
2T 560 240 180 210 195 37 665 760
3T 750 300 225 275 270 42 925 950
5T 810 320 225 275 270 51 950 1025
7.5T 910 455 225 275 270 75 1025 1150
10T 990 515 225 275 270 75 1120 1240
15T 1790 - - - - 95 1300 1300
20T 1790 - - - - 95 1300 1300
25T 2000 - - - - 95 1350 1350
30T 2070 - - - - 155 1700 1700
40T 2200 - - - - 168 1700 1700

Data tolerance +10%

Note :- Due to continuous development and improvement specification listed above may be changed without notice.

liajaj group

indef
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HERCULES HOISTS LIMITED

Chain Pulley Block
Triple Spur Gear

Indef - R Series
(360 Degree Chain Pulley Block)

» Capacity Range 1T, 2T, 3T, 5T, 8T, 10T, 16T & 20T
» CE & ISl Certified Chain Pulley Blocks
Assured quality
» Made in INDIA design with optimal operating pull
Assured reliability
» 360 Degree rotating hand chain wheel cover
Apply efforts manually from any angle
» Double chain Guide Rollers
Accurate alighment of load chain
» Pocketed alloy steel load chain wheel
Extended chain life
» Case hardened gears
Extended working life
» Use of needle roller bearings
High operating efficiency
» Smooth passage of load chain
Unique cover design
» Self-sustaining maintenance free friction brake
Reduced downtime
» Grade 80 IS marking load chain for strength
& wear resistance
Longer chain life
» Anti-corrosive powder coated finish cover
& zinc plated parts
Better aesthetics
» Lifelong lubrication
Minimal maintenance required
» Light weight and sturdy
Ease of handling
» Forged free swivelling upper & lower hook block
with safety latch
Higher grade safety
» Optional
o Ex/ Atex / Spark proof design

Redefining Material Handling. Since 1962.
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+ Lifting
+ Moving
+ Storing
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Bajaj group

Hook suspension

with trolley

2T-2 FALL 5T-2 FALL 8T-3 FALL 10T-4 FALL

- ROTATION
WHF’I;E'E%‘Q\%VRC{:OFT'Q_INI%SHA'N 16T UPPER & LOWER HOOK 20T UPPER & LOWER HOOK
CAPACITY(T) MT 1T 2T El 5T 8T 10T 16T 20T
Number of falls of load chain Nos. 1 2 1 2 3 4 6 8
Load Chain size Dia. (IS MARKING) mm 6.3 6.3 10 10 10 10 10 10
Hand Chain size Dia. mm 5 5 5 5 5 5 5 5
A Hook suspension mm 380 450 535 805 830 850 1175 1175
with trolley, range1&2 mm 430 500 705 895 980 880 1140 1140
with trolley, range3 mm 470 540 | 720 895 980 880 1140 1140
B mm 161 161 228 280 430 480 670 1175
C mm 130 130 175 209 220 220 230 230
H mm 31 32 42 51 75 75 95 95
«Weight at 3 M Lift Ke. 10 11 20 59 94 130 218 280
o Extra weight per additional M lift Kg. 1.8 2.6 3.0 5.7 7.9 10.1 14.5 20.2
o Running pull on hand chain Kg. 25 28 34 41 16 43 45 46x2
o Velocity ratio 45 % 78 156 234 312 468 624

Data tolerance +10%

Note :- Due to continuous development and improvement specification listed above may be changed without notice.

Storage &
Retrieval

indef

Ergonomic
Handling

Cranes

HERCULES HOISTS LIMITED

43/2B, Savroli-Kharpada Road, Dhamani, Khalapur - 410 202, Maharashtra, India
Regional offices: Chennai | Kolkata | New Delhi | Pune

Tel :+91 (0)2192 662511 | Fax: +91 (0) 2192 662504

www.indef.com | enquire@indef.com



www.indef.com

Enclosure and insulation of electrical components
Lifting & Traveling motors: IP55 Protection - Class “F insulation”
Limit switches: IP65 minimum protection - Maximum voltage 600

Electric power supply

3 phase 50 Hz 415V + 5%

Working temperature: minimum - 10° C; maximum + 40°C

Maximum relative humidity 90%

Maximum altitude: 2000m above sea level

The hoist must be installed indoors, in a well-ventilated environment free of corrosive
vapors (acid vapors, saline mist)

Noise-Vibrations
Vibrations produced by the hoist are not hazardous for the health of workers

Wire

Rope ﬁ Cranes
Hoist

indef
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HERCULES HOISTS LIMITED

Rede

b

Electric Chain Hoist

Model HC +

Compliant with C€ Certification Standards

» Wide range : 250 kg to 5000 kg
Readily suitable for varied applications

» Rugged European Design
Assured safety & reliability

» Gravity die cast gear box body & cover
Assured improved performance &
reduced dead weight

» Precision machine cut case hardened
alloy steel gears and load chain wheel
Long life, smooth operation

» Geared rotary limit switch & overload
slipping clutch as standard supply
Easy to adjust upper & lower hook

positions. Protection against overloading

» Imported grade 80 surface hardened load

chain for strength & wear resistance
Longer chain life

» Robust design & built hoist brake motor

Single speed / dual speed through VFD
brake motor suitable for extreme hoist
duty / inching applications

fining Material Handling. Since 1962.
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+ Lifting
+ Moving
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The next generation HC+ chain hoist with a Global Concept
from INDEF : = E 0
125-210
I_ P J
Special Features: NEW GENERATION HC +: ol
Hoist Body:
Light and compact body with gravity die cast high grade aluminum alloy. Motor: cylindrical sliding rotor E
brake motor, with single speed or double speed. The motor is flange-mounted to the body of the hoist. —
Asbestos-free brake. Designed for high number of cyclic operations. \
Hoist Drive: g |
.. . . . . B C
Precision cut case hardened alloy steel gears, high grade grease lubricated for long life and noiseless H L
operation.
Load Chain Wheel:
Five pocket machined & hardened load chain wheel for smooth load handling and prevents overriding of
load chain. MopEL |“3Pacity| FEM [ 1SO Lifting speed mpm| _Chain No. of| Motor kw | Motor [ A Headroom V\:{tétokf vw:i'th
inke. | duty | duty[ < Diameter| o\ "l main/creep| RPM  |HOOK Bl C|E|G | H L | susp.| ET
Single | Dual in mm i susp, |TROLLEY 3m liitl 3m li
Overload protection: HC2+ 025NH| 8 ONE | 0.55 1500 | 550 | 560 280|32 | 300 | 250 | 40 75
Slipping clutch protects the hoist from mechanical overload. HE2Y s 828 |  |ONE|DSS/030 115007500 6D | 560 AEOAT | B0 |50 | BB | %0
The slioping clutchis adiustable f " rsid HC2+ 050NL om | ms L4 ONE | 055 1500 | 550 | 560 |,00l,00/280|32 | 300 | 250 | 40 75
ppingclutcnisaajustable rromtne outside. HC2+0500L| 4/1.3 ONE | 0.55/0.18 |1500/500/ 550 | 560 280|32 | 300 | 250 | 40 80
HC3+ 050NH 8 ONE 0.9 1500 550 560 280| 32 | 300 | 250 55 90
. S HC3+ 050DH ; 85/0.
Chain guide: S 8/2.6 , | ONE | 0.85/03 |1500/500] 550 | 560 280(32 | 300 | 250 | 60 95
The chain guide guarantees the perfect chain entry and exit. :c; ioont 8 o g:: oscs:agoa 15;2?500 ::g ::2 z:g ;z :$ 222 :z z:
1000 M5 £ —
Load Chal HC4+ 100NH M 8 ONE| 184 1500 | 600 | 625 350032 | 450|380 | 90 | 125
roadthain: _ HC4+ 100DH 8/26 ONE | 1.7/0.6 |1500/500| 600 | 625 350[32 | 500 | 380 | 100 | 140
imported grade 80 surface hardened for long life & wear HC4+ 200NL 4 ONE| 184 | 1500 | 600 | 625 35038 | 450 | 380 | 90 | 135
resistance. Hear2000L| o o | s 4/13 ONE | 1.7/0.6 [1500/500| 600 | 625 350(38 | 500 | 380 | 100 | 150
HC4+ 200NH 8 ONE| 35 1500 | 600 | 625 350(38 | 500 | 380 | 100 | 150
: . HC4+ 200DH 8/2.6 ONE | 35/1.2 [1500/500| 600 | 625 350(38 | 500 | 380 | 100 | 150
Chain Collector: / 10 / / 280|325
. . . . HC4+ 250NL 4 ONE | 22 1500 | 600 | 625 350(38 | 450 |38 | 90 | 150
Made up of high grade wear and impact resistant suitable safe carssonr| 590 | 2™ | Ms I | s | | &= R AT
storing. HC5+ 300NL 3000 M5 4 WO 3.5 1500 950 870 350|46 | 500 | 400 125 185
2
HC5+ 300DL M 4/1.3 TWO| 3.5/1.2 |1500/500| 950 870 350|46 | 600 | 400 160 200
Hook block: HC6+ S00NL - s 4 TWO| 45 1500 | 1000 | 1100 800|53 | 500 | 400 | 170 | 250
. . . 2M
High resistance hook with safety latch. The hook rotates on a HC6+ 500DL 4/1.3 TWO| 4.5/1.5 [1500/500 | 1000 | 1100 800|53 | 600 | 400 | 200 | 280
. . Data tolerance + 10
bearlng, located in the steel case. NOTE : Specification/Dimensions (mm)
All dimensions are in mm Tolerance +10%
Control: * Key abbreviations used in models are :
Cont t. trol 24VAC 50H ith th X h-butt H- High Hoisting speed(8 & above) N- Single speed (Normal speed)
ontactor contro zwi € ergonomic push-button L- Low Hoisting speed (4 & below) D- Dual speed **
switch. Emergency stopas standard. * All Dimensions in mm. Data is subjected to change without prior notice.
* Standard chain collector upto 6.0m lift (2 Fall}, 12m lift Single fall only.
L. ) ** Dual speed Hoisting motion is through VWFD with speed Ratio 1:10.
Rotary gear limit switch:
A limit switch installed on hoist, limiting the hook path upwards
and downwards. It is possible to set intermediate positions, 24VAC 50Hz besides the upper and lower

ones. Note :- Due to continuous development and improvement specification listed above may be changed without notice.



HERCULES HOISTS LIMITED

Electric Chain Hoist
Medium Duty

(EH II) Series

» Capacities up to 2T
Suitable for medium duty application

» Rugged German design and proven over 30
years
Assured reliability

» Built with conical rotor brake motor
Proven technology ensuring motor start / brake
release and motor switch-off / brake
application are synchronised

» Fail safe brake
Advantage of conical rotor motor

» Precision machine case hardened, alloy steel
gears
Long life with low noise operation

» Light weight, simple mounting design
Easy to install, use, re-install

» Built in control panel
Plug and use

» Precision machined and hardened load chain
wheel
Long life of load chain wheel and smooth
operation

» Grade 80 load chain
Higher safety factor and longer chain life

» Hoist and Electric Control Design available for
hazardous area application
Extended application capability

Redefining Material Handling. Since 1962.

indefl

+ Lifting
+ Moving
+ Storing

5
G
>
3
R
)
IS
S
5
I
&
-
5
S




www.indef.com

A
¢
1 |
E COUNTER _HI
a WEIGHT )
B c B, C F
S
. o L]
<
i)
E
Gl
Fig.1 Fig. 2 Fig.3
1FALL £
"BABY" with hook suspension (Fig. 1 &2)
Capacity MT 0.5 1 2 0.5 1 2
Chain falls No. 1 2 4 A 720 750 860
Hoisting speed m/mn 9 48 24 B 190 150 150
Hoist Motor H.P. 1.5 15 15 C 80 120 120
*Height of max. lift (Std. 3m) m 192 | 96 48 D 31 31 37
Length of control cable m At your choice E 525 525 525
Approx. wt. with chains for 3m. lift kg. 59 63 65 F 285 | 285 285
Approx. wt. per meter additional lift kg. 13 26 5.2
*Higher lifts offered on request
"BABY" with electric trolley (Fig. 3)
Capacity MT 0.5 1 2 0.5 1 2
i f AforCMax | 500 [ 500 [ 500
Travelling speed m/min.|] 10 | 10 | 10 [AforC Min.| 395 | 395 | 395
i B 820 | 840 | 965
Travelling motor H.P. 0.5 0.5 0.5 C Max 305 | 305 | 305
Min. bend C Min. 920 90 90
- runaway ben mm | 2000 |2000 | 2500 |D Min. 200 | 200 | 200
(radius of curvature) E 525 | 525 | 525
Approx. wt. with chains for 3m. lift kg. 83 87 96 E 23815 23?15 23875
— - H Min. 23 23 14
Approx. wt. per meter additional lift kg. 13 26 52 |3 Max. %8 | %8 | 28

+10%
*To calculate clearance under beam subtract beam flange thikness from 'J' Data tolerance £10%

Note :- Due To Continuous development and improvement specification listed above may be changed without notice.

Wire
Rope
Hoist
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HERCULES HOISTS LIMITED

indefl

+ Lifting

Push-Pull / Geared / Elecrtric Trolley + Moving

M series

+ Storing

> Capacity Range
1T to 10T

» Wide range of Beam application

suitable upto 305 mm flange flat &
taper beams

> Anti drop, de-railing guide
Safe & Stable operation while load
movement

» Electric Trolley fitted with limit switch
& safety brake

load holding at precise positions

» Wheel mounted on sealed ball
bearings

Life long lubricated for trouble free
service

> Anti corrosive powder coated finish

better aesthetics
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Redefining Material Handling. Since 1962.
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PUSHPULL & GEARED TROLLEY

TYPE OF TROLLEY Push Push / Geared Goared Goared Electric
Capaciy mT| 08 1 3 5 10 1 3
Range 1 50-130 58-150 90-160 | 110150 | 140-180 85150 50-160
Inside of wheel flanges mm Range 2 140-200 150210 | 160-220 | 160210 | 180-210 150-210 | 180-220
Range 3 210-308 210305 | 220305 | 215265 | 215245 210-305 | 220-305
A Seat of susp. plate to Renga 182 s 89 110 a4 s 8 110
runner tread/beam bottom mm | Range 3 15 129 155 129 155
B Runner tread diameter mm 50 65 90 175 225 65 90
C Runner tread width mm 20 25 30 45 50 5 30
D Runner centres | (push) mm 70 80 125 B = < <
| (geared) mm - 128 157 253 313 128 157,
EL of funner to plate 18 28 28 - - 28 28
FL of runners to plate 101 106 123 - - 120 120
wheel, geared travel only / control panel mm
‘G Beam flange to shaft / panel end mm - 124 124 180 275 287 287
== Range 1 210 248 276 - -
¢ pushr‘hvcl only Rage2 a0 o) 20 - - - —
Range 3 410 410 425 5 =
H Underside of runner to Z >3 g
top of moto . - - s z 138 138
e rack - £6-100 100-126
Jmmk Ritige 1 Widths J mm 2 132 152 58-150 90-180
centreline on. oA tack 5 100-140 | 126153 i 2 350390 | 360-395
ungeared side widths J mm . 120 134
(geared troliey track - 140-166 153-192
only) Rangea | Wdhsd mm - 164 184 150210 | 180-220
o — [eezi0 | 152216 2 2E 300420 | 308425
widths J mm ) 152 166
rack = 210263 | 216-263
- widths J mm - 238 208 210-305 220-305
ngs ack 5 263305 | 265905 B 24 420470 | 425470
widths J mm = 205 213
K Depth of plate range 1,2 & 3 mm 21 21 34 - - 21 34
(push) mm 169 200 275 - - 3 =
L Overall length (geared) mm - 280 350 550 680 - -
mm 280 350
M Underside of runner to flange (push) mm 60 75 105 . B 75 105
N Underside of runner to gear tip (geared) mm - ) 115 - . 90 115
" (push) 1250 2000 2500 - - 2 5
Minimum radius
of track | (geared) - 1500 1500 2600 3200 - =
ik electric = 5 = 3 - 2000 2500
Push wavel Range 1 40 10.5 185
weight in Kg. | Range 2 45 11.0 200 | - 3 > =
Range 3 85 145 255
w— | Finge - 115 20.0 70 151 = -
e [Rango 2 S 125 215 72 153 - -
Range 3 - 18.0 27.0 75 155 = =
Electac travel | Range 1 - Z i - B 22 31
weight in Kg. _m 2 - - - - - 23 33
Range 3 z S A - - 26 38
Spead MMin. - s z - E 10 10
motor HPIRPM - = = - B 05/1500 | 051500
Data tolerance £10%

Note :- Due to continuous development and improvement specification listed above may be changed without notice.
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HERCULES HOISTS LIMITED
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CH-III Series . |\/|o\/ing

Chain Electric Hoist
+ Storing

» Capacity range designed for high lift
application
Lifts upto 100 mtr.

» Grade 80 load chain
Higher safety factor & better chain life.
» Truly modular construction

Easily accessible separate brake, motor,
gearbox & panel unit

» proven design with guarantied safety &
reliability

» Precision machine cut hardened alloy steel
gears and load chain wheel
Long life, noiseless operation

» Built-in control panel with std. electricals
Ready to use

» Fail safe disc brake

Trouble free Operations and Easy to

adjust.

» Optional features; Remote control, VVVF
Drive, PLC automated operation for

multiple hoists.
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Electric chain hoist with elecrtic trolley

Electric chain hoist with geared trolley

Type CH-lI
Class
S.W.L. (Tonne) MT 25 5.0 7.5 10
No. of falls 1 2 3 4
Fixed suspension Kg. 328 381 402 427
Appr. weight at with elecrtic trly. Ke. 500 525 550 600
3 mt. lift with geared trly. Kg. 376 451 553 578
Load Chain Size mm 12*33 12*33 12%33 12*33
Extra weight per add. mt. lift (approx) Kg. 33 6.6 9.9 13.2
Hoisting speed mts./min MPM 52 2.6 1.7 1.3
Travelling speed mts./min MPM 17 17 17 17
Hoisting motor HP (kw) 5(3.7) 5(3.7) 5(3.7) 5(3.7)
Travelling motor HP (kw) | 0.5(0.37) 0.5(0.37) | 0.75(0.55)x2 | 0.75(0.55)x2
A Electric trolley mm 730 730 730 930
Geared trolley mm 496 496 616 616
B-min Electric trolley mm 250 250 250 250
(ISMB) Geared trolley mm 200 200 300 300
& Electric trolley mm 345 345 345 164
D Electric trolley mm 60 60 60 72
E (min.-max.) Electric trolley mm 550-600 550-600 550-600 550-600
F (min.-max.) Electric trolley mm 260-303 325-368 385-428 325-368
L Geared trolley mm 720 720 720 665
M Geared trolley mm 455 455 455 510
G Electric trolley mm 125-210 125-210 125-210 125-210
(min-max.) Geared trolley mm 125-160 125-150 140-180 140-180
H Electric trolley mm 1050 1375 1500 1500
{min.-max.) Geared trolley mm 1175 1425 1550 1550
Data tolerance +10%
Note :- Due to continuous development and improvement specification listed above may be changed without notice.

Wire

Rope Cranes

Hoist
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HERCULES HOISTS LIMITED
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+ Lifting

CHIV (Proton) . Moving

Chain Electric Hoist
+ Storing

Capacity range designed for high lift
application

Lifts upto 100 mtr.

Grade 80 load chain

Higher safety factor & better chain life
Truly modular constructor

Easily accessible separate brake, motor,
gearbox & panel unit

Proven design with guaranteed safety &
reliability

Precision machine cut hardened alloy steel
gears and load chain wheel

Long life, noiseless operation

Built in control panel with std. electricals
Ready to use

» Trouble free Operations and Easy to adjust.
» Optional features; Remote control, VVVF
Drive, PLC automated operation for

multiple hoists.

5
G
>
B
R
&
IS
5
5
I
5
|
5
S
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1 Fall 2 Fall 3 Fall 4 Fall
Type CH-IV
Class I
S.W.L MT 5 10 15 20
No. of falls 1 2 3 4
Load Chain Size mm 16*48 16%48 16*48 16*48
Hoisting speed M/MIN. 8 4 2.66 2
Hoisting Motor KW. kew. 9.3 9.3 9.3 9.3
Travelling speed M/MIN. 17 17 17 17
Travelling Motor KW. kw. 0.37 0.55 (2 Nos.) |[0.75(2 Nos.) | 0.75(2 Nos.)
Dimn. A (headroom) mm 985 1240 1600 1600
Dimn. B mm 721 895 1170 1260
Dimn.C mm 480 570 680 760
Dimn. E mm 486 795 1030 1120
Dimn. F (ref.) mm 486 356 462 462
Dimn. G mm 235 100 140 140
Dimn. J mm 425 425 425 425
Dimn. K mm | 400-460 410-450 480-510 480-510
Dimn. L mm 680 680 680 680
Dimn. M mm 90-210 125-210 150-210 150-210
Dimn. N (min.) mm 175 250 450 450
Dimn. P mm 45 53 95 95
Approx weight Hoist kg. 550 625 700 750
Trolley kg. 85 140 180 180
Total kg. 635 765 880 930
Data tolerance +10%

Note :- Due to continuous development and improvement specification listed above may be changed without notice.
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HERCULES HOISTS LIMITED

indefl

+ Lifting

Medium Duty Wire Rope Hoist . Moving

WRH-N series
+ Storing

» Capacity Range
From 1 TSWLto 3T SWL

» German origin, Medium duty application
design
Built for smooth operation for various
applications

> Proven design with guarantied safety and
reliablity

» Precision machine cut case hardened alloy
steel gears
Low noise operations through out life

» Unique and sturdy rope guide arrangement
Prevents rope slackening

» Seamless pipe accurately machined rope

drum

Long life to hoist
» Optional design available for hazardous
area application

Extended application capability
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WRH N & WRH NO - WIRE ROPE HOISTS

Eéf" SHORT HEAD ROOM

WRH NO WRH N
Capacity (SWL) MT 1 2 3
Lift Mtrs. 6 9 12 | 52|82 1123454 |74
A mm 995 1125 1255 | 1020 | 1145|1275 | 1020 | 1145 [ 1275
B Drum Length mm 417 546 675 385 | 514 | 643 | 385 | 514 | 643
Approx. Weight Kg 164 175 180 225 | 240 | 255 | 300 | 315 | 330
Min.Req. Curvature — ¢f | 650 | 850 | 1100 [ 600 | 800 [ 1000] 600 | 800 | 1000
No. of Falls ( (ﬁ& C)
W 2 FALLS 3FALLS
Rope Dia. mm 8 10 10
Hoist Speed MPM 5 5 33
Trolley Speed 4 MPM 15 15 15
Hoist Motor HP(KW)/RPM 1.5 (1.11)/1500 3(2.2)/3000 3 (2.2)/3000
Trolley Motor HP(KW)/RPM 0.5 (0.37)/1000 0.5 (0.37)/1000 0.5 (0.37)/1000
Trolley Wheel Dia./Qty.| mm (Nos.) 113/4 113/4 113/4
c Head Room mm 1000 1200 1450
D Min. Beam Height mm 175 175 175
E Beam Flange mm 90-210 90-210 90-210
F mm 150 190 190
G mm 575 575 575
H mm 31 34 42

SHORT HEAD ROOM MODEL (Optional)

Model J A B c D E F
Capacity (Max.) (Min.) (Min.) | (Max.)| (Max.) (Max.) {Min.)
WRH NO i 200 250 125 210 600 500 500
WRH N 2 200 250 125 210 730 500 600
All dimensions are in mm Data Tolerance +10%.
NOTES:

1. 4 Optional travelling speed of 7.5/3.25/2.5 m/min. can be offered.

2. Check "I" Beam mounting arrangements, trolley plates will project 10mm above'l' beam,
if beam heigth is 150 mm.

3. SHR Model is suitable for straight path only boggie can be supplier on request.
4. #Radius of curvature should not be S type or Z type bend with 90 Degree sharp bend.

Note :- Due To Continuous development and improvement specification listed above may be changed without notice.




WRH NO-HL & WRH N-HL WIRE ROPE HOISTS
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SHORT HEAD ROOM MODEL
WRH NO-HL WRH N-HL
Capacity (SWL) MT 1 2 3
Lift Mtrs. 18 25 iy 25 11.4 16.5
e 1682 1984 1635 1960 1635 1960
B Drum Length mm 933 1235 897 1235 897 1235
Approx. Weight Kg 200 250 300 350 360 400
s s g mm 2500 3000 2500 3000 | 2500 3000
C_fz= O
No. of Falls ( (w O g
Q/ 2 FALLS 3 FALLS
ROPE DIA, mm 8 10 10
Hoist Speed MPM 5 5 33
Trolley Speed $ MPM 15 15 15
Hoist Motor HP(KW)/RPM 1.5 (1.11)/1500 3 (2.2)/1500 3 (2.2)/1500
Trolley Motor HP(KW)/RPM 0.5 (0.37)/1000 0.5 (0.37)/1000 0.5 (0.37)/1000
Trolley Wheel (Dia./Qty.) mm/nos 113(4) 113(4) 113(4)
s Head Room mm 1000 1200 1450
D Min. Beam Height mm 175 175 175
E Beam Flange mm 90-210 90-210 90-210
F mm 189 189 189
G mm 566 566 566
H mm 315 34 42
SHORT HEAD ROOM MODEL (Optional)
Model ; A B C D E F
Capacity | (Max.) (Min.) (Min.) [ (Max.) | (Max.) (Max.) (Min.)
WRH NO-HL ¥ 200 300 140 210 800 500 500
WRH N-HL 2 200 300 140 | 210 850 500 600

All dimensions are in mm

NOTES:

1. #Optional travelling speed of 7.5/3.25/2.5 m/min. can be offered.

2. Check "I" Beam mounting arrangements, trolley plates will project 10mm above'l"' beam,
if beam heigth is 150 mm.

3. SHR Model is suitable for straight path only boggie can be supplier on request.
4. 4 Radius of curvature should not be S type or Z type bend with 90 Degree sharp bend.

Data Tolerance +10%.

Note :- Due To Continuous development and improvement specification listed above may be changed without notice.
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Note :- Due to continuous development and improvement specification listed above may be changed without notice.
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HERCULES HOISTS LIMITED

indefl

+ Lifting

Heavy Duty Wire Rope Hoist . Maving

WRH Series
+ Storing

» Wide range
From 1 TSWLto 10 T SWL

» German origin, heavy duty Class IV design
Built for smooth operation even in toughest of
applications

» Proven design with guaranteed safety and
reliability.

» Robust gear system with precision machine

cut case hardened alloy steel gears

Low noise operations over long life

» Unique and sturdy rope guide arrangement

Prevents rope slackening and easy change of

rope

» Seamless pipe accurately machined rope drum
Long life to hoist

» Hoist and electric control design available for
hazardous area application.

Extended application capability
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c Fig.2 SHR MODEL
Type WRHI WRHII WRH Il WRH | WRH I WRH I WRH il
Model NP 101 NP 201 NP 301 NP 102 NP 202 NP 302 NP 303
Class v [ i v W w I v W n
SW.L (MT.) 10 20 2.5 3.0 2.0 4.0 50 6.0 7.5 100
Lift [Mtrs.) B 12 20 66 114 192 7 12 20 3 3 10 33 57 96 3s [ 10 4 6
Approx. Weight (Kg.) 264 | 286 | 322 | 386 | 414 | aso 533 | sa6 | ses 296 | 318 | 354 a78 | 497 | se3 638 | 818 | 828 900 1000
Dim. B 1095 | 1305 | 1575 | 1190 1360 | 1630 1275 1445 | 1715 1095 | 1305 | 1575 1190 1360 | 1630 1275 1445 | 1715 1445 1715
Dim. C (Drum Length) 345 545 815 383 553 823 383 553 823 345 545 815 383 553 823 383 553 823 553 823
Wire Rope Dia. [mm) 8 11 14 8 11 14 14
Hoist Speed m/min a9 8 ] 4.5 & 4 266
Hoist Motor H.P. (K.W.)/RPM 3(2.2)/1500 5 {3.7)/1500 7.5 (5.5)/1500 3 (2.2)/1500 5(3.7)/1500 7.5 (5.5)/1500 7.5 (5.5)/1500
Trolley Speed #m/min 17 17 17 17 17 17 17
Trolley Motar H.P. (K.W.J/RPM 0.5 (0.37)/1000 0.5 (0.37)/1000 0.5 (0.37)/1000 0.5 {0.37)/1000 0.5 (0.37)/1000 0,75 {0.55}/1000 0.75 (0.55)/1000 % 2
Troliey Wheel Dia,/Qty. 140/4 140/4 140/4 140/4 140/4 140/4 140/4
Min. Height of | beam {mm} 175 175 250 175 250 250 300
F miin.- max. 90-180 90-180 125-210 90-180 125-210 125-210 140-210
A Head Room [+/-5%) 1300 1500 1600 1250 1500 1600 1950
4] 200 200 200 200 200 200 500
E 650 650 650 650 B850 650 650
G 31 37 42 42 37 51 &7 83
IMin, Req. Curvature Radius {mm)4{ 550 850 1250 600 850 1250 600 850 1250 550 850 1250 600 850 1250 600 850 1250 850 1250
4 A % m L AT\
Mo of falls construction \ @r l\ -J M
2 Falls 4 Falls 6 Falls
SHR MODEL (Optional)
Modet Capacity g ki g 5 g i
{Min.) (Max.) {Max.) (Max.) (Min.)
WRHI ir 260 300 140 210 650 550 600
v 260 300 140 210 B50 00 650
i 300 350 140 210 1060 850 700
WD aTfst 300 350 140 210 1060 850 800
WRHIII L 350 400 140 210 1250 900 750
a7 350 400 140 210 1250 900 900
All dimensions are in mm Data Tolerance £10%.
NOTES:

1.4 Optional travelling speed of 4.5, 85, 26 m/min. can be offered.

2, Check"|" Beam mounting arrangements, trolley plates will project 10mm above'|' beam,
if beam heigth is 150 mm.

3. SHR Model is suitable for straight path only boggie can be supplier on request.

4, #Radlus of curvature should not be 5 type or Z type bend with 90 Degree sharp bend,

Note :- Due to continuous development and improvement specification listed above may be changed without notice.
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HERCULES HOISTS LIMITED

indef
+ Lifting
Compact Wire Rope Hoist .
HW Series » Moving
+ Storing
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Extensive range
From 1T SWLto 40 T SWL

Proven design with guaranteed safety & reliability

Planetary gear box

Smooth and low noise operation

Gear box inside rope drum

Compact design

Twin drum, (4/2) fall option available

High speed and high lift option readily available
Geared couplings

Enhanced transmission

Overload sensor

Optional VFD, Radio remotes, special lower blocks, PLC controls, rotary limit switch
Truly customisable
Hoist and electric control design available for hazardous area application

Extended application capability



HW -2 (L) / HW - 2 WIRE ROPE HOISTS
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Type HW2 (L) HW?2
H1| H3| H5| H7 | H1|H3 | H5| H7 | H2| H4 | H6| H9 | H2/H4 | H6| H9
Drum Length (C) mm 583|832/12321631 583 832]12321631 |699]103214322031 69910321432 2031
SWL Class - Il Tonnes 1.5 3 3 6
SWL Class - IV Tonnes 1.25 2.5 2.5 5
Lift M 12]20[35 50| 6 [10 [18]25 [12]20[35]50| 6 [10 [18] 25
€ ’ HH— O |« b S— P
No. Of Falls . %é\“ @I %\V‘(
2 Falls 4 Falls 2 Falls 4 Falls
Wire Rope Dia. mm 8 8 10 10
Hoisting Speed M/Min. 5.9 2.95 8.2 41
Hosting Motor Kw. Kw 22 2.2 5.5 5.5
Travelling Speed M/Min. 17 17 17 17
Travelling Motor Kw. Kw 0.18 KW 0.37 KW 0.37 KW 0.55 KW
Trolley Wheel (Dia./Qty.)| mm /Nos. 140 (4) 140 (4) 140 (4) 140 (4)
Dimn. A (Head Room) mm 1230 1180 1280 1240
Dimn. (B) (Note-1) mm 1375[1625202524251376116252025 2424 [15971882226228811597/188222622881
Dimn. D mm 210 243 210 243
Dimn. E (Note-3) Min. mm 600 600 600 600
Dimn. F mm 321 205 321 205
Dimn. G (Flange Width) mm 90 - 180 125 -210 90 - 180 125 - 210
Dimn. H (Beam Hight) mm 175 250 175 250
Dimn. | mm 37 42 42 52
Dimn. a2 mm 370 406 370 406
Dimn. a3 mm 160/280/480 | 680 95|175|310| 440 |215/380|580 | 780| 130|245|375| 815
Hoist Kg 220(250|305 | 340| 245/ 270/ 320| 365 |235/270|320|365| 255 295|340 385
Approx. Weight | Trolley Kg 120|120/120| 120| 120/ 120|120 120 [150/150150/150| 150/ 150| 150| 150
Total Kg 340| 370|425 | 460| 365/ 390/440| 485 |385|420/470| 515/ 405/ 445/490| 535
NOTES: Data Tolerance £10% .

1) 1:3 CREEP SPEED CAN BE GIVEN AT EXTRA COST & DIMENSIO 'B' WILL INCREASE BY 165 MM

2) 13,26 MPM TROLLIES ALSO CAN BE SUPPLIED (SINGLE REDUCTION GEAR BOX)

3) 8.5,4.25,2.8,2.1 MPM TROLLIES ALSO CAN BE SUPPLIED (DOUBLEE REDUCTION GEAR BOX) AT EXTRA COST,
DIMENSION 'E' WILL INCREASE IN 100MM.



HW3, HW4 (L), HW4 (HL) WIRE ROPE HOISTS

a
Type HW3 HW4 (L HW4 HIGH LIFT
H2 | H4 | H6| H9| H2|H4 |H6 | H9| H1| H4| H8| H1| H4| H8| H2| H4 | H5| H2| H4
Drum Length (C) mm | 706 1030114192002 706[1030114192002 69512012100 695 [1201210017002200245021502750
SWL Class - I Tonnes 5 10 6 12 12 20
SWL Class - IV Tonnes 4 8 5 10 10 16
Lift M 12]20]35]50] 6 [10[18]25][ 1430 [60|7 [15[30] 30[40] 45| 30] 40
g]% AWM [ NN |/ AWARY [ N
) NPANY] T U | T VAN C B \PAVY/
No. Of Falls 4 l%i ,Eg i%i i%%
2 Falls 4 Falls 2 Falls 4 Falls 4 Falls
Wire Rope Dia. mm 13 13 13 13 13 | 18
Hoisting Speed M/Min. 8.1 4.0 8.2 4.1 3.8
Hoisting Motor Kw. Kw 9.3 9.3 15 15 15
Travelling Speed M/Min. 17 17 17 17 17
Travelling Motor Kw. | Kw 0.37 KW 0.55 KW (2NOS)) 0.55Kw |0.55Kw (2 Nos|) 0.75 KW (2 Nos.)
Trolley Wheel Dia/Qty.mm/Nos. 140 (4) 140 (4) 140 (4) 140 (8) 140 (8)
Dimn. A (Head Room)] MM 1550 1530 1670 1660 1860
Dimn. (B) (Note-1) mm_ 1668]1992238129641668[1992[2381296417962302320 117962302320 124643254350427543236
Dimn. D mm 512 486 539 500 500 500
Dimn. E (Note-3) Min.| mm 600 600 600 600 600 600
Dimn. F mm 408 434 381 420 381 420
Dimn. G mm 125-210 125-210 125-210 150 - 210 125-210 |150-210
Dimn. H (MIN.) mm 250 250 250 450 250 450
Dimn. | mm 52 78 78 95 78 95
Dimn. a2 mm 484 587 505 597 548 652
Dimn. a3 mm | 202|365| 560| 755/ 100| 210|340 | 465| 183 436/886| 91 | 260 560| 155|317 | 480| 135| 335
Approx. Weight| Hoist| Kg |340/390|450| 510 370[420/480|535| 480 550|735 530| 590 835/ 850|950 1100/ 900/1000
Trolley] Kg [120/120| 120| 120| 140| 140|140 | 140| 140| 140| 140|280| 280 280| 280|280 | 280| 280| 280
Total Kg [460|510|570| 630| 510|/ 560|620 | 675| 620 690/ 875|810 870[1115/113011230138011801280

NOTES:

Data Tolerance +10% .

1) 1:3 CREEP SPEED CAN BE GIVEN AT EXTRA COST & DIMENSION 'B' WILL INCREASE BY 165 MM
2) 13,26 MPM TROLLIES ALSO CAN BE SUPPLIED (SINGLE REDUCTION GEAR BOX)
3) 8.5,4.25,2.8,2.1 MPM TROLLIES ALSO CAN BE SUPPLIED (DOUBLEE REDUCTION GEAR BOX) AT EXTRA COST,

DIMENSION 'E' WILL INCREASE IN 100 MM.



HW4 (M), HW4 (H), HW5 & HW5 (H) WIRE ROPE HOISTS

il
Type HW4 (M) HW4 (H) HW5 HWS5 (H
H1[ H3] H5[ H9 [ H1[H3[H5[H9 | H1| H3| H5| H9[ H1| H3| H5] H9| H4| H6| H8| H4| H7
Drum Length (C) mm | 695| 976114262325 695| 976(1426[2325 695| 97614262325 695| 976 1426123251238/1684,22201238/1906
SWL Class - I Tonnes 7.5 15 10 20 30 45
SWL Class - IV Tonnes 6 12 8 16 25 35
Lift M | 10[18]30[50]5 [ 9 [15][25[10[18[30] 50| 5] 9 [15] 25/ 10] 18] 25| 10] 18
b ——H ¢ b, PAUZN — (20
No. Of Falls @T
2 Falls 4 Falls 2 Falls 4 Falls 4 Falls| 4 Falls
Wire Rope Dia. mm 18 18 18 18 22 24
Hoisting Speed M/Min. 8.2 4.1 6.7 3.3 35 2.6
Hoisting Motor Kw. Kw 15 15 15 15 22 22
Travelling Speed M/Min. 17 17 17 17 12 12
Travelling Motor Kw. | Kw | 0.55 Kw (2 Nos.) | 0.75 Kw (2 Nos.) | 0.55 KW (2 Nos.)| 0.75 KW (2 Nos.)| 1.1 (2 Nos.) |1.1 (2 Nos.)
Trolley Wheel Dia (Nos)) 140 (4) 140 (8) 140 (4) 140 (8) 140 (8) 160 (8)
Dimn. A (Head Room) mMm 1860 1840 1860 1840 2550 2700
Dimn. (B) (Note-1) (mm) [1796 [2077 |2527]3426 1796]2077]2527/3426 1796|207 7] 2527] 3426/ 1796/2077]2527|3426| 26 17| 3063|3438/ 2850/3518
Dimn. D mm 539 500 539 500 646 646
Dimn. E mm 585 605 585 605 802 802
Dimn. F mm 381 420 381 420 489 497
Dimn.G(FlangeWidth) mm 125-210 150 - 210 125-210 150 - 210 180-300 180-300
Dimn. H (Beam Size)| mm 250 450 250 450 550 600
Dimn. | mm 78 95 78 95 155 168
Dimn. a2 mm 548 652 548 652 821 656
Dimn. a3 mm 99|220/415/706| 40| 121250| 445| 99|220| 415|706, 40121 | 250| 445| 291|437|583| 351|570
Approx. Weight Hoist | Kg [480]510| 595|765 530| 570|695 | 835|480|510| 595| 765| 530 570| 695| 835| 820| 885| 950| 900| 975
Trolley | Kg [180[180] 180| 180[280] 280[280| 280[140]140] 140 140 280|280 | 280| 280| 300| 300| 300] 350] 350
Total | Kg |660]690 775/ 945|810) 850/975[1115/620| 650| 735| 905 810 850| 975/11151120/11851250112501325

NOTES:

1) 1:3 CREEP SPEED CAN BE GIVEN AT EXTRA COST. & DIMENSION 'B' WILL INCREASE BY 165 MM
2) 13,26 MPM TROLLIES ALSO CAN BE SUPPLIED (SINGLE REDUCTION GEAR BOX)

3) 8.5,4.25,2.8,2.1 MPM TROLLIES ALSO CAN BE SUPPLIED (DOUBLEE REDUCTION GEAR BOX) AT EXTRA COST,
DIMENSION 'E' WILL INCREASE IN 100 MM.

Data Tolerance +10% .



HW2, HW3, HW4 (M), (H) (LH/RH) WIRE ROPE HOISTS

E D
B
U
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TYPE HW2 HW3 HW4 (M) / HW4 (H
H4 [ H6 [ H8 | H3] H5] H7 | H4 | H6 | H8
DRUM LENGTH. MM 1032| 1432|1831 | 836 | 1225/ 1613 | 1201| 1651 | 2100
SWL CLASS-1I TONNES 3 5 7.5/10
SWL CLASS -1V TONNES 25 4 6/8
LIFT M 10 [ 18 [ 25 [ 10| 18 [ 25 | 10 | 18 | 25
( MR _ 7\
[N
NO. OF FALLS
4/2 FALLS
WIRE ROPE DIA. mm 8 10 13
HOISTING SPEED M/MIN. 8.2 8.1 8.2/6.7
HOISTING MOTOR KW. Kw 5.5 9 15
TRAVELLING SPEED M/MIN. 17 17 17
TRAVELLING MOTOR KW.| Kw 0.37 0.37 0.55 KW (2 NOS))
Trolley Wheel Dia./Qty. mm/ Nos 140 (4) 140 (4) 140 (4)
DIMN. A (HEAD ROOM) mm 1160 1400 1600
DIMN. (B) mm | 1930] 2330|2729 | 1798] 2381] 2575 | 2270] 2752 3426
DIMN. D mm 210 260 347
DIMN. E mm 550 410-460 410 - 460
DIMN. F mm 321 240 309
DIMN. G (Flange Width) mm 90-180 125-210 125 - 210
DIMN. H (Beam Size) mm 250 250 250
DIMN. | mm 42 52 78
APPROX.WEIGHT| HOIST Kg 385 430 [ 560 | 545] 600 [ 780 | 845 1045] 1090
TROLLEY| Kg 120] 120 [120 | 120] 120 [ 120 | 140 [ 140 | 140
TOTAL Kg 505 550 | 680 | 665 720 | 900 | 985 | 1185| 1230
Data Tolerance +10% .
NOTES:

1) 1:3 CREEP SPEED CAN BE GIVEN AT EXTRA COST & DIMENSION 'B' WILL INCREASE BY 165 MM

2) 13,26 MPM TROLLIES ALSO CAN BE SUPPLIED (SINGLE REDUCTION GEAR BOX)

3) 8.5,4.25, 2.8, 2.1 MPM TROLLIES ALSO CAN BE SUPPLIED (DOUBLEE REDUCTION GEAR BOX) AT EXTRA COST.
DIMENSION 'E' WILL INCREASE IN 100 MM.



SHORT HEAD ROOM WIRE ROPE HOISTS
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Capacit Fall A B BH'h C D E H
Model p y alls | yax) e?min_f'g' F.W. (Min.) ~|Head Room (in)
3T 2F 300 | 350 | 650 600 |125-210| 800
HW-2
6T 4F 300 | 350 650 600 |125-210/ 800
-3 5T 2F | 325 | 350 | 925 730 [125-210| 800
10T 4F 325 350 920 800 |125-210| 1000
" 10T 2F | 375 | 400 | 1110 | 960 |125-210| 1100
i 20T 4F | 375 | 400 | 1130 | 980 [125-210/ 1100
Data Tolerance +10% .
NOTE :

1) SUITABLE FOR STRAIGHT PATH ONLY.
TROLLEY MOTION MOTORISED.

2)
3) HOIST IS SUITABLE FOR SPECIFIC BEAM SIZE. REQUIRED BEAM DETAILS ALONG WITH ORDER.
4) PLEASE REFER SPECIFICTION LEAFLET FOR OTHER DETAILS.
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PRODUCTIVITY - RELIABILTY - SAFETY

For more than five decades now, Indef hoisting products are
the Indian industry's “go to” solution for any material
handling requirement.

Our products are known for their enduring design and build
that ensures cost effective, reliable productivity and safety to
our customers.

This is simply the reason that Indef hoists are the market
leaders in India. Big and small - our customer base spans
almost all industrial sectors: name a sector and we can name
many customers in that sector, most of them the leading
names.

Our newly designed and developed Indef iR Series wire rope
hoists are not only optimised for standalone hoisting but also
crane applications, meeting the needs of users across a wide
spectrum of customers.

Wire

Rope ﬁ Cranes
Hoist

HHL/Product Name/2021 14 10/V2

Retrieval Handling

L] L]
haJaJ g [“““ Solutions Solutions

The innovatively designed iR rope hoist satisfies all the
needs of the market for reliable productivity, efficiency
and safety, easily justifying the investment for
organisations and their users.

Our integrated design and manufacturing facility is
equipped with contemporary production and testing
facilities and has its quality systems certified to ISO
9001:2015 standards. Using state-of-the-art design
methodologies, our team of engineers design robust
products and solutions to support the most demanding
material handling requirements.

No wonder, our brand Indef is synonymous with customer
requirements for LIFTING, MOVING and STORING.

HERCULES HOISTS LIMITED

A—— StopeclE E 43/2B, Savroli-Kharpada Road, Dhamani, Khalapur - 410 202, Maharashtra, India
Regional offices: Chennai | Kolkata | New Delhi | Pune

Tel :+91 (0)2192 662511 | Fax: +91 (0) 2192 662504

www.indef.com | enquire@indef.com

HERCULES HOISTS LIMITED

Compliant with C€ Certification Standards

Redefining Material Handling. Since 1962.

IR Series

Wire Rope Hoists
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= Light weight, robust die-cast aluminium alloy gearbox body 9 Protective Rope Guide A
Why Indef iR Hoist? forlower deadweight = Built with special engineering grade thermoplastic with high
= Directly coupled three stage shaft mounted drive directly wear and heat resistance :
World Class Hoist: Optimized design complying with connected torope drum. = Reduced wire rope wear
international FEM Norms Efficient Motor 10 Overload Protection As Standard E é
= Indef iR hoists have been designed in conformity with FEM = Efficiently designed, green technology IP 55 enclosure = Overload protection integrated in the hoist for user and 5
classification 2m based, optimised motor design for low noise and low asset safety. ¥
= The gearbox service life is rated for more than 2000 vibration operation 11 OneHoist, Many Avatars
hours at full load. = Provision for thermocouple and encoder adaptation if = Bogie / Fixed Trolley or Low Headroom or Foot mounted or
Compact Modular Design demanded by application. Crab mounted execution -0 E
= The Indef iR rope hoist provides better side approaches Flexible Design = Standard Execution or EX/FLP Execution
enabling better utilization of the shed space * Design adaptable to meet customer specific requirements = Standard Lift (2/1 or 4/1 reeving) or True Lift (4/2reeving) A
= With a modular design, maintenance is simplified enabling for components (motors, VFD, brake, wire-rope etc.) = From 1tto 20t SWL.
quick maintenance to enable high uptime of the hoist. = Optional of dual speed upgrade kit. 12 Proven Technology From A Trusted Brand @
High Performance Gearbox Fast Acting Brake = More than 4 decades of experience in designing, 2
= Compact, low maintenance, low noise, multistage, lube * Fastaction electromagnetic disc brakes for enhanced safety. manufacturing and supporting electrical hoists covering E =
immersed gearbox directly coupled to rope drum for high = Factorofsafetyof 1.5 more than 2,00,000 units. E
efficiency 8 Single Speed / Dual Speed Options 13 IndefSales And Service Within Immediate Reach N
= Hardened and ground gears for long life, low noise, highly = Single speed standard = Accessible sales and service support from more than
durable gearing. = Dual Speed with frequency inverter on request allowing 50 Authorised Business Partners providing stock, sale
4 Economical In Operation frequency range from 10 % minimum to 100% and service facilities and more than 100 authorised retailers D e
= Optimised motor capacities for efficient power consumption = Dualspeed upgrade kit can be provided. alloverIndia

Hoist Model | Capacity SWL in ton & Design Duty Class Reeving Lifting Speed I\l;llg;ztr ::::1 'E:e Monorail Beam Cross Travel Typical GA Dimensions Approx. Weight, Kg

FEM/1SO /|FEM /1SO /|FEM /1SO /| FEM /1SO /| No. of Width | 1ck K Wheel | No of Lift 12 | Lift 15 | Lift 18 | Lift 21 | Lift 24

ton °- 0 MPM KW | mm | mm | Range | ' M¢"€SS W | mpm | el Noo Lift 6 m Lift9 m Lift12m Lift15m Lift18m Lift 21 m Lift 24 m Lift6m|Lift9m| ! ! ! !
IS IS IS IS Falls mm mm Dia mm| wheels m m m m m
4m/M7/|3m/M6/|[2m/M5/|1Am/M4/ KW x
number of A E A E A E A E A E A E A E B c D
Class IV Class Ill Class Il Class |
motor

IR-01021-BT | 1 05 075 1 1.25 2 6 13 [ 1150 | 8 [90-180 | 20 037x1 | 17 | 140 4 925 | 880 | 1075 | 1030 | 1210 1170 1365 | 1320 | 1505 | 1460 | 1665 | 1620 | 1805 | 1760 | 460 |505-550| 200 | 300 | 320 | 340 | 355 | 370 | 390 | 410
IR-020-41-BT | 2 05 1 2 25 4 | JoNPM-UpoTSMHO. | 1.3 [ 1150 | 8 | o90-180 | 20 037x1 | 17 | 140 4 | 1215 | 1170 | 1505 | 1460 | 1805 1760 2115 | 2070 | 2035 | 1990 | 2255 | 2210 | 2485 | 2440 | 460 |505550| 330 | 365 | 390 | 410 | 425 | 440 | 460 | 485
IR-016-21-BT |16 1 13 16 2 2 7 25 | 1250 | 8 | 90-180 | 20 037x1 | 17 | 140 4 905 | 850 | 1025 | 980 1175 1130 1275 | 1230 | 1405 | 1360 | 1535 | 1490 | 1665 | 1620 | 460 | 505-550 | 290 | 300 | 320 | 340 | 355 | 370 | 390 | 410
IR-032-41-BT | 3.2 2 25 32 4 4 | SoMPN-UptoTSMHOL | 25 | 1150 90-180 | 20 037x1 | 17 | 140 4 | 1175 | 1130 | 1405 | 1360 | 1665 1620 2115 | 2070 | 2035 | 1990 | 2255 | 2210 | 2485 | 2440 | 460 |505-550| 330 | 365 | 390 | 410 | 425 | 440 | 460 | 485
IR-020-21-BT | 2 1 15 2 25 2 6 25 | 1250 | 10 | 90-180 | 20 037x1 | 17 | 140 4 925 | 880 | 1075 | 1030 | 1210 1170 1365 | 1320 | 1505 | 1460 | 1665 | 1620 | 1805 | 1760 | 460 |505-550| 290 | 340 | 360 | 385 | 400 | 415 | 435 | 455
IR-040-41-BT | 4 3 35 4 5 4 | Joum-dpto M OL | 25 | 1150 | 10 | 90180 | 20 037x1 | 17 | 140 | 4 | 1215 | 1170 | 1505 | 1460 | 1805 | 1760 | 2115 | 2070 | 2205 | 2160 | 2460 | 2415 | 2715 | 2670 | 460 |505550| 330 | 370 | 395 | 415 | 430 | 445 | 465 | 490
IR-025-21-BT | _ 25 2 22 25 3 2 8 41 | 1350 | 10 [125210] 20 037x1 | 17 | 140 4 895 | 875 | 1025 | 1005 | 1175 1155 1275 | 1255 | 1405 | 1385 | 1535 | 1515 | 1665 | 1645 | 475 | 525-570| 270 | 340 | 360 | 385 | 400 | 415 | 435 | 455
IR-05041-BT |5 4 45 5 55 4 4 41 | 1250 | 10 [125210] 20 037x1 | 17 | 140 4 | 1175 | 1155 | 1405 | 1385 | 1665 1645 1925 | 1905 | 2185 | 2165 | 2440 | 2420 | 2695 | 2675 | 475 | 525-570| 350 | 405 | 435 | 455 | 475 | 490 | 410 | 535
IR-05021-BT | 5 4 45 5 55 2 8 81 | 1750 | 13 [125210] 20 037x1 | 17 | 140 4| 1205 | 1240 | 1205 | 1240 | 1315 1350 1415 | 1450 | 1525 | 1570 | 1625 | 1660 | 1735 | 1770 | 550 |535-580| 440 | 420 | 445 | 460 | 480 | 500 | 520 | 540
IR-100-41-BT |10 8 9 10 125 4 4 81 | 1650 | 13 [125210] 20 037x2 | 17 | 140 4 | 1315 | 1350 | 1525 | 1560 | 1735 1770 1945 | 1980 | 2155 | 2180 | 2365 | 2400 | 2575 | 2610 | 550 |535-580| 550 | 510 | 550 | 570 | 595 | 620 | 650 | 675
IR-063-21-BT | _ 6.3 5 5.8 63 6.8 2 8 105 | 1750 | 13 [125-210] 20 037x1 | 17 | 140 4| 1205 | 1240 | 1205 | 1240 | 1315 1350 1415 | 1450 | 1525 | 1570 | 1625 | 1660 | 1735 | 1770 | 550 | 535-580| 440 | 610 | 650 | 665 | 685 | 710 | 740 | 780
IR-125-41-BT | 125 10 11 125 13 4 4 105 | 1750 | 13 [125210] 20 055x2 | 17 | 140 8 | 1315 | 1350 | 1525 | 1560 | 1735 1770 1945 | 1980 | 2155 | 2180 | 2365 | 2400 | 2575 | 2610 | 550 | 535-580| 550 | 810 | 850 | 910 | 975 | 1010 | 1080 | 1115
IR-075-21-BT |75 6 65 75 8 2 7 105 | 2000 | 16 [125-210] 25 037x2 | 17 | 140 4| 1370 | 1275 | 1370 | 1275 | 1480 1385 1555 | 1460 | 1680 | 1585 | 1755 | 1660 | 1880 | 1785 | 600 |535-580| 500 | 620 | 665 | 675 | 695 | 725 | 7556 | 795
IR-150-41-BT |15 12 13 15 16 4 35 105 | 2000 | 16 [125-210] 25 055x2 | 17 | 140 8 | 1480 | 1385 | 1680 | 1585 | 1880 1785 2080 | 1985 | 2280 | 2185 | 2480 | 2385 | 2680 | 2585 | 600 |535550| 550 | 840 | 870 | 925 | 995 | 1060 | 1100 | 1180
IR-100-21-BT |___10 8 9 10 12 2 7 14| 2000 | 16 [125-210] 25 037x2 | 17 _| 140 4| 1370 | 1275 | 1370 | 1275 | 1480 1385 1555 | 1460 | 1680 | 1585 | 1755 | 1660 | 1880 | 1785 | 600 | 535-580| 500 | 635 | 685 | 700 | 720 | 7556 | 780 | 830
IR-200-41-BT |_ 20 16 18 20 24 4 35 14| 2000 | 16 |125-210] 25 055x2 | 17 | 140 8 | 1480 | 1385 | 1680 | 1585 | 1880 1785 2080 | 1985 | 2280 | 2185 | 2480 | 2385 | 2680 | 2585 | 600 | 535550 | 550 | 865 | 885 | 950 | 1050 | 1100 | 1190 | 1250

Note :- Above dimensions are applicable for single speed hoisting/ lowering & cross travel motions only.

All dimensions are in mm.

All dimensions are within * 5% of specified dimensions.

Actual hoisting/lowering & cross travel speed is within £ 10% of specified speed.

Hoist with inverter speed are also availble in above range.

Due to continuous development and improvement specification listed above can change without notice.

Note :- Due to continuous development and improvement specification listed above may be changed without notice.




HERCULES HOISTS LIMITED

indefl

+ Lifting

Steel Mill Duty Moving

Wire Rope Hoist
+ Storing

Extensive range

SWL 5T to 60T, Lifts upto 150 mtr.

Heavy duty construction

Suitable for use in demanding applications
Robust and modular design

Easy access to gear-box, motor, drum, brake
and panel unit

LH/RH (4/2 falls) grooves on drum

True vertical lifts

Twin drum option available

High speed and high lift option readily

available

» Optional VFD, radio remotes, shoe brake PLC

control
Truly customized

» Hoist and electric control design available for
hazardous area application

Extended application capability
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Redefining Material Handling. Since 1962.
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4/2 FALLS

Cc

Type SMD 5T-4/2F SMD 10T-4/2F SMD 15T/20T-4/2F

H2 ] H3 | H5] H7 [ H2 [ H4 [ H6 | H6 | H9 | H12
SWL Tones 5 10 15/20
Class Il Il Il
Lift Meter | 20.0] 30.0 [ 50.0 | 70.0 | 20.0 [ 40.0 | 60.0 | 20.0 [ 40.0 | 60.0
No. Of Falls 42 4/2 42
Rope Drum PCD mm 509 509 610
Wire Rope Dia. mm 11 13 18
Hoisting Speed M/Min. 4.3 4.3 4.3
Hoisting Motor Kw/RPM 5.5/1000 9.3/1000 15.0/1500
Travelling Speed M/Min. 12.0 12.0 12.0
Travelling Motor Kw/RPM 0.37/750 0.55/750 (2 Nos.) 0.55/750 (2 Nos.)
Trolley Wheel Dia/(Qty) mm/(Nos 140 (4) 140 (4) 140 (4)
Dimn. A(Head Room) mm 1800 1950 2300
Dimn. B mm 1646 | 1976 | 2907 | 3657 | 2054 | 2704 | 3504 | 2252 | 3152 | 4052
Dimn. C Drum Length mm 980 | 1310 | 1970 | 2570 | 1200 | 1850 | 2650 | 1400 | 2300 | 3200
Dimn. D mm 823 | 988 1318 | 1618 | 933 | 1258 | 1658 | 1033 | 1483 | 1933
Dimn. E mm 500 700 700
Dimn. F mm 675 500-600 500-600
Dimn. G mm 800 685 775
Dimn. H Beam Flange mm 125-210 125-210 125-210
Dimn. | Beam mm 250 450 450
Dimn. J mm 53 78 95
Dimn. K mm 400 554 600
Weight Kg. [650 [700 | 750 | 800 | 950 [ 1075 1150| 1150 | 1250 | 1400

Data Tolerance +10% .

Note :- Due to continuous development and improvement specification listed above may be changed without notice.

Wire
Rope
Hoist
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Storage &
Retrieval
Solutions

Chain
Hoists

Cranes

HERCULES HOISTS LIMITED
43/2B, Savroli-Kharpada Road, Dhamani, Khalapur - 410 202, Maharashtra, India
Regional offices: Chennai | Kolkata | New Delhi | Pune

Ergonomic
Handling
Solutions

Tel :4+91 (0)2192 662511 | Fax: +91 (0) 2192 662504
www.indef.com | enquire@indef.com
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